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RTI continues in its mission to improve customer efficiency and patient safety.

For safe and simple measures at generator test points, RTI’s General mA Test Point 

Cable is made for special mA accuracy tests for AMX-4, Optima, Jedi, and Fluoroscan 

machines. No need to use an oscilloscope for setting up, configuring, triggering pro-

perly, calculating proper values, etc.

For mobile X-ray units where regular access to the current loop is not possible, the 

mA Test Point Cable becomes a much-needed time-saving solution. Not least since it 

enables simultaneous measurement of mA, kV, dose, HVL, and time to make it possible 

to utilize the analysis functionality in Ocean software for even more time saving as 

well as traceability.

Connect the leads to test points and use them with a Piranha meter and our world-le-

ading Ocean Next™ software for X-ray QA and testing.

Customized Ocean Next templates - with Advantage and Professional licenses - work-

flow and time in the X-ray room can improve even further.

The mA Test Point Cable comes with a range of test point scale factors. Specify your 

scale factor when ordering, and you will have your own customized solution!

General mA Test Point Cable general specifications 

For special mA accuracy tests

Use with

   � Piranha  

Specifications

Connector type BNC male to Hirose

Cable 4 m, low noise coaxial

Input V range 0 - 30 V

Uncertainty 1 % or 1 mV

Weight 125 g

Still not sure? View the General mA Test Point Cable page on the RTI website.

Standard adapters

The General mA Test Point Cable comes with following standard adapters and 

accessories.
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4541.001908 - 10 m BNC Extension Cable

4541.001907 - 42 mm test clip

4541.001909/10 - 200 mm flexible test clip

4541.001906 - 4 mm banana plugs


